
 

 

 

Product card 

MIRA LED luminaire  

Characteristic 

Protection degree IP for optical system 
and driver 

IP 66 

Insulation class II 

Voltage 90 - 300 V AC 

Frequency 50/60 Hz 

Operating  temperature range from -40°C to +40°C 

Material aluminium alloy, anodized 

Colour inox / graphite 

Assembly 
directly on the column with spigot ending Ø60 mm 

recommended mounting height from 4 to 5 m   

Optical system ROSA PMMA lens 

LEDs type CREE XM-L2 

Colour rendering index CRI >75 

Lifetime of L70 LEDs  >50 000h 
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Product card 

MIRA LED luminaire  

Technical data 

Distribution curve for MIRA LED 

Luminaire  MIRA LED 36 

Code  214532/6 214532/3 

Colour temperature 5 000 3 500 

LEDs power [W] 36 

Total luminaire power [W] 42 

Luminous efficiency [lm/W] 111 86 

Luminous flux * [lm] 4 650 3 600 

LEDs amount 12 

Net weight [kg] 6,1 

Unit volume [m3] 0,115  

Unit volume [m3] 0,029 

Dyrektywa niskonapięciowa LVD 2006/95/WE, norma PN-EN 60598-1 
Dyrektywa EMC 2004/108/WE, normy: PN-EN 55015, PN-EN 61547, PN-EN 61000-3-2, PN-EN 61000-3-3 

* due to the precision class of diodes tolerance is +/- 3%  

Producer data  Edition Updated   Signature Page 

Zakład Produkcji Sprzętu Oświetleniowego ROSA Stanisław Rosa 
Tychy PL 43-109, Strefowa 1 Street, tel. 32 73 88 901, www.rosa.pl 

4 03.10.2013  2/2 


